

































































































Our data  from tests on horizontally oriented panels show that  joints behaviour are not  relevant 
parameters to predict the performances of the products. 





































































Test nr.  1196    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  264  Sustained flaming through J1 

































Test nr.  1264    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  67  Sustained flaming through J2 






















Test nr.  1194    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  62  Sustained flaming through J2 

































Test nr.  1169    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  >250  Not reached 
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Δc measured at failure of integrity





































































Test nr.  1196    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  264  Sustained flaming through J1 
































Test nr.  1264    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  67  Sustained flaming through J2 























Test nr.  1191    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  >89  Not reached 
































Test nr.  1169    Performance  Minute  Criteria ‐ Comment 
Orientation  Vertical    E  >250  Not reached 






















































































Thickness 120 mm - 112 kg/m³ (*)
Thickness 180 mm - 102 kg/m³
Thickness 100 mm - 133 kg/m³ (*)
Thickness 100 mm - 129 kg/m³



























Given an extended height  at 90 minutes  for 100 mm  thickness,  and given another 
extended height at 180 minutes for 180 mm thickness, what extended height could 
be reasonably allowed at 120 minutes for 120 mm thickness ? 
 
 
